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Yaesu FT-817ND Ultra Compact HF VHF UHF Transceiver
10M (29Mhz ), 6M (52Mhz ), 2M ( 146Mhz ) & 70cm ( 440Mhz ) Bands

Product Information

Operates Amateur 160 - 10 Meters, 50 MHz, 144 MHz, 430-450 MHz, plus Alaska Emergency Channel of 5167.5 kHz.
Receives approx 100 kHz - 56 MHz, 76 - 154 MHz & 420 - 470 MHz.

5 Watt output, Bar Graph Power/SWR Modl Meter, Built In VOX, CTCSS & DCS.

Spectrum Scope, CW Keyer, 200chAlphaNumeric memory.

Front and Rear Panel Antenna Connectors (BNC/ Front & M [SO-239] / Back)

Product Dimensions
5.3x6.5x 1.5 inches

Item Weight
4.3 pounds

Shipping Weight
4.3 pounds

ASIN
BO0O8B8YLIK

Item model number
FT-817ND
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4.7 out of 5 stars 11 customer reviews

4.7 out of 5 stars

Best Sellers Rank
#95,619 in Electronics (See Top 100 in Electronics)

Date first available at Amazon.com
June 13, 2012

The Zastone MP800 QuadBand Transmit, Twin Receive, Dual Display FM Radio Transceiver for the 10 Meter, 6 Meter,
VHF 2 meter & UHF 70cm Bands!. * Loaded with features, Over 800 AlphaNumeric Memory channels! True automatic
cross band repeater mode, Twin simultaneous Receive, w/seperate Vol & Squelch controls! * Multiple Tuning Steps,.
Includes full keypad microphone! Remote mountable Faceplate! * Receive Range: 26-33Mhz, 47-54 MHz, 110-180Mhz (
with AM Air band), 350-399Mhz, 430-512Mhz, 750-947Mhz. * 50W 2M & VHF / 40W 10M & UHF, with Multiple lower
power settings available too. * ctcss, dcs (PL & DPL), DTMF, 2 tone/5tone signaling, ANI, Display Brightness setting &
more! PC Programmable, w/downloadable free software, Requires 12-14Vdc power hookup, at 12A or more, and an
Optional suitable Antenna. * Includes 12Vdc Power Cable & Mounting Bracket, SO-239 Antenna connector on radio.
Built In Cooling Fan.

50W/40W Full Quad Band FM Twin Display Amateur Mobile Radio Transceiver!

Full Twin Display and Receive, Cross Band Repeater mode too!

Features CTCSS, DCS, DTMF, 2-Tone/5-Tone, Alphanumeric Display, & more!

Transmits 10M ( 29Mhz ), 6M ( 52Mhz ), 2M ( 146Mhz ) & 70cm ( 440Mhz ) Bands, FM, 50W/40W, Receives additional
frequencies too! (AM mode selectable on VHF receive fregs for AirBand recption)

Remote Mountable Faceplate, Full Direct Entry Keypad mic, 800 channels & More!!
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